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•Flat Bed Truck
•Car Carrier
•Safety Loader
•Underlift Tow Truck
•Troop Transport Truck
•Mobile Workshop

Special Transport



Flat Bed Truck
Hyundai Flat Bed Trucks are a great way of transporting dry feed such as hay for livestock. 
They feature removable side gates, easily attached and detached to and from the deck.

The side gates are made of 6mm-thick high-tensile steel bars, and the floor beds are finished 
with anti-slip checkered steel plates.

HD65 4x2

HD72 4x2

HD120  4x2

HD170  4x2

Vehicle

Body

Engine
Wheel Base
Dimension
Dimension
Floor
Side Plate

D4AF, D4AL
Long : 3,375mm

6,065 x 2,060 x 2,360
4,370 x 1,930 x 1,050

Checkered Plate
Removable

Vehicle

Body

Engine
Wheel Base
Dimension
Dimension
Floor
Side Plate

D4AF, D4DC, D4DB, D4DB-d, D4DD
Long : 3,375mm

6,670 x 2,360 x 2,200
4,845 x 2,070 x 1,050

Checkered Plate
Removable

Vehicle

Body

Engine
Wheel Base
Dimension
Dimension
Floor
Side Plate

D6BR, D6GA
Long : 4,260mm

7,645 x 2,420 x 2,660
5,380 x 2,290 x 1,225

Checkered Plate
Removable

Vehicle

Body

Engine
Wheel Base
Dimension
Dimension
Floor
Side Plate

D6BR
Long :  5,850mm

9,755 x 2,500 x 3,140
7,215 x 2,375 x 1,405

Checkered Plate
Removable

Car Carrier
Hyundai Car Carriers are designed to transport newly manufactured vehicles to designated 
destinations such as a delivery center or a shipping port. 

The Carriers feature a lifting deck which doubles the transporting capacity by allowing 
vehicles to be stored on two levels. 

HD120 4x2

Vehicle

Body

Engine
Wheel Base
Dimension
Floor Width
Upper Floor Length
Lower Floor Length
Transporter Ability

D6BR, D6GA
Extra Long : 4,895mm
9,540 x 2,490 x 3,075

2,260
8,960mm
6,740mm
4~5 Cars

HD260 6x4

Vehicle

Body

Trailer

Engine
Wheel Base
Dimension
Floor Width
Upper Floor Length
Lower Floor Length
Transporter Ability
Dimension
Upper Floor Length
Lower Floor Length

D6AC, D6CB3H
Short : 5,650(4,350+1,300)mm

10,275 x 2,495 x 3,520
2,260

8,960mm
6,740mm

7~8 Cars (With Trailer)
10,590 x 2,495 x 2,990

8,210mm
8,550mm

XCIENT 6x4

Vehicle

Body

Trailer

Engine
Wheel Base
Dimension
Floor Width
Upper Floor Length
Lower Floor Length
Transporter Ability
Dimension
Upper Floor Length
Lower Floor Length

D6AC, D6CB3H
Short : 5,650(4,350+1,300)mm

10,275 x 2,495 x 3,520
2,260

8,960mm
6,740mm

7~8 Cars (With Trailer)
10,590 x 2,495 x 2,990

8,210mm
8,550mm

HD260 6x4

Vehicle

Body

Trailer

Engine
Wheel Base
Dimension
Floor Width
Upper Floor Length
Lower Floor Length
Transporter Ability
Dimension
Upper Floor Length
Lower Floor Length

D6AC, D6CB3H
Short : 5,650(4,350+1,300)mm

10,275 x 2,495 x 3,520
2,260

8,960mm
6,740mm

7~8 Cars (With Trailer)
10,590 x 2,495 x 2,990

8,210mm
8,550mm

*Dimension(mm) : Length x Width x Height *Dimension(mm) : Length x Width x Height48 49



*Dimension(mm) : Length x Width x Height51

Safety Loader
Hyundai Safety Loaders are designed for easy loading of a car onto the deck for transportation. 
The deck is hydraulically inclined to the ground level so that a car can drive onto the deck or 
be pulled onto it by a built-in winch.

The loaded car is secured by a set of tire stoppers and lacing wires. 
The slow-slope deck tilts to 13 degrees.

HD72 4x2

HD120 4x2

Vehicle

Body

D4AF, D4DC, D4DB, D4DB-d, D4DD
Long : 3,735mm

6,675 x 2,300 x 2,300
4,700 x 2,200 x 80

2,500kg

and automatic mechanical type brake
2,000kg

Gear Type, 31cc/rev

13°
Hydraulic motor with worm gear reducer

Load Capacity

Type

Engine
Wheel Base
Dimension
Deck Dimension
Load Capacity
Tilting Range

Winch

Hydraulic Pump

Vehicle

Body

D6BR, D6GA
Long : 4,260mm

7,600 x 2,400 x 2,600
5,100 x 2,300 x 80

4,000kg

and automatic mechanical type brake
5,400kg

Gear Type, 31cc/rev

10° ~ 13°
Hydraulic motor with worm gear reducer

Load Capacity

Type

Engine
Wheel Base
Dimension
Deck Dimension
Load Capacity
Tilting Range

Winch

Hydraulic Pump

*Dimension(mm) : Length x Width x Height50

Underlift Tow Truck
Hyundai Underlift Tow Trucks are an efficient solution for moving illegally parked or 
broken-down vehicles. The boom and wheel lifter integrated into a single unit makes the job 
a snap, dispensing with the manual labor of hooking up the vehicle to be towed.

HD72 4x2

Vehicle

Body

D4AF, D4DC, D4DB, D4DB-d, D4DD
Short : 2,750mm

5,045 x 2,160 x 2,135
1,100kg
70° + 70°

Gear Type, 31cc/rev
Transmission PTO

500mm
0.5m / 5sec

Engine
Wheel Base
Dimension
Load Capacity

Hydraulic Pump
PTO Type

Rotate angle
Extension Range
Extension Speed

Towing
Equipment

Troop Transport Truck
Hyundai Troop Transport Trucks are designed to transport soldiers or police troops 
on the deck covered with a tent. The deck is furnished with foldable benches, 
and the tent is easily detachable.

HD65 4x2

HD72 4x2

HD120  4x2

Vehicle

Body

Engine
Wheel Base
Dimension
Dimension
Tent Material
Tent Support

D4AF, D4AL
Long : 3,375mm

6,225 x 2,050 x 2,700
4,310 x 1,920 x 1,650

Cloth
Removable

Vehicle

Body

Engine
Wheel Base
Dimension
Dimension
Tent Material
Tent Support

D4AF, D4DC, D4DB, D4DB-d, D4DD
Long : 3,735mm

6,765 x 2,170 x 2,720
4,850 x 2,060 x 1,650

Cloth
Removable

Vehicle

Body

Engine
Wheel Base
Dimension
Dimension
Tent Material
Tent Support

D6BR, D6GA
Long : 4,260mm

7,710 x 2,400 x 2,960
5,300 x 2,280 x 1,800

Cloth
Removable

Standard Configuration

Foldable bench Foldable bench
  (Folding)

Detachable tent Pintle Hook



*Dimension(mm) : Length x Width x Height53

Mobile Workshop Mobile Workshop
Hyundai Mobile Workshops are an excellent solution for servicing vehicles difficult to be driven 
to automobile maintenance centers. 

They are dry van trucks furnished with automobile service equipment, enabling mechanics 
to handle quick service jobs on the spot.

HD72 4x2

HD120 4x2

HD160  4x2

Vehicle
Engine
Wheel Base
Dimension
Dimension
Panel
Door
Equipment

Long : 3,735mm
6,640 x 2,175 x 2,920
4,805 x 2,065 x 1,800

Body

D4AF, D4DC, D4DB, D4DB-d, D4DD

40mm, Galvanized Iron Flat (Side, Roof)
Rear, Both Side, Inner Partition(Swing Type)

Air Compressor(4HP) / Ventilator Fan(DC24V)

Vehicle
Engine
Wheel Base
Dimension
Dimension
Panel
Door
Equipment

Long : 4,260mm
7,510 x 2,400 x 3,160
5,140 x 2,290 x 2,060

Body

D6BR, D6GA

50mm, Galvanized Iron Flat (Side, Roof)
Rear, Both Side, Inner Partition(Swing Type)

Air Compressor(5HP) / Ventilator Fan(DC24V)

Vehicle
Engine
Wheel Base
Dimension
Dimension
Panel
Door
Equipment

Long : 5,850mm
9,780 x 2,495 x 3,485
6,750 x 2,350 x 2,050

Body

D6BR

50mm, Galvanized Iron Flat (Side, Roof)
Rear, Both Side, Inner Partition(Swing Type)

Air Compressor(5HP) / Ventilator Fan(DC24V)

HD250  6x4

Vehicle
Engine
Wheel Base
Dimension
Dimension
Panel
Door
Equipment

Long : 6,950 (5,650+1,300)mm
11,830 x 2,495 x 3,660
9,250 x 2,380 x 2,100

Body

D6AC, D6CB3H

50mm, Galvanized Iron Flat (Side, Roof)
Rear, Both Side, Inner Partition(Swing Type)

Air Compressor(5HP) / Ventilator Fan(DC24V)

*Dimension(mm) : Length x Width x Height52

Tools List

List
Hydraulic jack

Oil jack
Socket wrench set
Offset wrench set
Open wrench set

Adjustable wrench
Ratch Handle wrench set

Hex wrench set
Pipe wrench

Ball Pin Hammer
Combination Pliers
Side cutting pliers
Long nose pliers

Vice pliers
Screw driver set(+,-)

Soft rope

Remarks
5ton
15ton

1/2", 3/8"
6 Pieces
6 Pieces

4, 8, 12, 6"
1/2",  3/8"
10 Pieces

18"
BH-20t / 15t / 10t

8"
8"
6"

10WR
PD-8(8PCS)

Length 75 x 10m

List
Air impactor set

Heavy duty box set
Air drill

Vernier callipers
Convex rule

File set
Impact adapter set

Grease gun
Jump cable

Air reel
Gas reel
Cutter
Welder
AC gage
OX gage

-

Remarks
1",3/4", 1/2", 3/8"

1", 3/4"
KPT-68
300mm

10m
10"

1/2 x 3/8", 3/4" x 1", 1" x 3/4"
1,000mm

-
RA-1130B
RGA-620
420mm

-
DK-303
DK-301

-

Equipment List

List
Fire extinguisher

Tool box
Battery tester

Battery charger
Multi-tester

Diesel timing light
Tire pressure gauge

 Air-compressor
Bench vice
Air hose

Working lamp stand

Remarks
ABC 6.5kg

-
6 & 12 Volt
24V, 30A

Digital(ADM - 206)
232 - E
Milton
5HP
4"

Length 20m, 9.5mm
10m

List
Electric wire reel

Safety prop
Out-of-ordersign marker

Manual hoist
Angle grinder

Ladder
 Test lamp

Generator(Gasolin)
 OX, AC (Tank)
Electric Welder
Bench drill M/C

Remarks
Length 50m

3ton
Foldable tri-angle reflector

1ton chain block
KPT - 100ARG(4")

4.9m
24V

AC6KVA
10l

-
3/4HP

XCIENT 6x4

Vehicle
Engine
Wheel Base
Dimension
Dimension
Panel
Door
Equipment

Long : 6,950 (5,650+1,300)mm
11,830 x 2,495 x 3,660
9,250 x 2,380 x 2,100

Body

D6AC, D6CB3H

50mm, Galvanized Iron Flat (Side, Roof)
Rear, Both Side, Inner Partition(Swing Type)

Air Compressor(5HP) / Ventilator Fan(DC24V)


